
                   
 

 

                                      Preamplifier 

Features    
Dynamic small size Pre-Amp of extremely low noise.  
Low impedance output matches all amplifiers and 
consoles inputs. Connect any pickup or transducer.  With  
Volume and Gain controls advanced with  Bass, Middle 
and Treble  facilities.EQ(+/-20dB)   
Works on 9 Volt battery.  (6F22) 
 

          
 

 
ΧΑΡΑΚΣΗΡΙ΢ΣΙΚΑ 
ΔνθαĲσμ πλοεθδıξνĲάμ ξαηβζοτ γολτίον   
țαȚ ȤαȝȘȜȒȢ ıȪȞșİĲȘȢ αȞĲȓıĲαıȘȢ İȟȩįȠȣ γȚα ȐȥȠγȘ 
πȡȠıαȡȝȠγȒ ıİ İȞȚıȤȣĲȑȢ țαȚ țȠȞıȩȜİȢ.  ΣĲȘȞ İȓıȠįȠ ĲȠȣ 
ıȣȞįȑȠȞĲαȚ ȝαγȞȒĲİȢ țαȚ αȚıșȘĲȒȡİȢ.  ΔȚαșȑĲİȚ țȠȣȝπȚȐ 
πȠȣ ȡȣșȝȓȗȠȣȞ ηπΪııα, ηεıαέα εαδ πλέηα + / - 20 dB 
EQ.  ΈȤİȚ εονηπέ  πȠȣ ȡȣșȝȓȗİȚ   ĲȘȞ  ΫθĲαıβ  țαȚ țȠȣȝπȓ 
αȣȟȠȝİȓȦıȘȢ σΰεον. ΘȑȜİȚ ȝπαĲαȡȓα  9 Volt. 
  

Eigenschaften 
 
Dynamischer, kleiner Vorverstärker mit sehr wenig 
Geräusch. Geringer Scheinwiderstandsausgang.  
Passend für alle Verstärker- und Konsoleneingänge. 
Mit Lautstärke- und Bass-/Dreifach-Regler, 
+ / - 20 dB EQ.   Funktioniert mit 9 Volt Batterie. (6F22) 

----------------------------------------------------------------------- 
Zum Batteriewechsel öffnen Sie die Klappe auf der 
Rückseite des Vorverstärkers.  
Richten Sie den 9-V-Stecker aus und drücken Sie ihn fest,  
bis die Klemme an den Batteriepolen einrastet. 

         
BATTERY    REPLACEMENT 

PRE-P  preamplifier are designed to operate with 9 Volt 

battery ( 6F22) and in low consumption.  

That giving the  advantage of working for a very long 

time with same battery.  For this reason use an 9 Volt -

Alkaline battery.  When the preamplifier is not in use 

for a very long period, remove the battery to prevent 

the trouble caused by the battery leakage. 

Also  unplug the cords from the In and OUT jack when 

the preamplifier is not in use to avoid wasting the 

battery.  

For the Battery Replacement, open the door on the 

back surface of preamplifier.  Align the 9V connector 

and push it, so the clip snaps firmly onto the battery 

terminals. 

 

ΑȨȮȤȥΑȮΑȭȮΑȭΗ     ȧȫΑȮΑȬȤΑȭ Ο Ɏɏɍɂɋɇɐχɓɒɛɑ PRE-P  ɚχɂɇ ɐχɂɁɇȽɐɒɂɜ ɀɇȽ ɋȽ ɉɂɇɒɍɓɏɀɂɜ  Ɋɂ ɊɎȽɒȽɏɜȽ 9 Volt ȋ6F22Ȍ ɈȽɇ ɐɂ χȽɊɄɉɛ ɈȽɒȽɋəɉωɐɄ. Αɓɒɟ ɒɍɓ Ɂɜɋɂɇ ɎɉɂɍɋɚɈɒɄɊȽ  ɉɂɇɒɍɓɏɀɜȽɑ ɀɇȽ Ɏɍɉɠ Ɋɂɀəɉɍ χɏɍɋɇɈɟ ɁɇəɐɒɄɊȽ Ɋɂ ɒɄɋ ɜɁɇȽ ɊɎȽɒȽɏɜȽ.  ΓɇȽ Ƚɓɒɟɋ ɒɍɋ ɉɟɀɍ, χɏɄɐɇɊɍɎɍɇɛɐɒɂ ɊɇȽ ȽɉɈȽɉɇɈɛ ɊɎȽɒȽɏɜȽ 9 Volt. 
 ΌɒȽɋ ɍ Ɏɏɍɂɋɇɐχɓɒɛɑ Ɂɂɋ χɏɄɐɇɊɍɎɍɇɂɜɒȽɇ ɀɇȽ Ɏɍɉɠ Ɋɂɀəɉɍ χɏɍɋɇɈɟ ɁɇəɐɒɄɊȽ, ȽɔȽɇɏɚɐɒɂ ɒɄɋ ɊɎȽɒȽɏɜȽ ɀɇȽ ɋȽ ȽɎɍɔɠɀɂɒɂ ɒɍ ɎɏɟȾɉɄɊȽ  Ɏɍɓ ɎɏɍɈȽɉɂɜɒȽɇ ȽɎɟ ɒɄ ɁɇȽɏɏɍɛ ɒɄɑ ɊɎȽɒȽɏɜȽɑ. ΕɎɜɐɄɑ, ȽɎɍɐɓɋɁɚɐɒɂ ɒȽ ɈȽɉώɁɇȽ ȽɎɟ ɒɄɋ ɓɎɍɁɍχɛ In ɈȽɇ OUT ɟɒȽɋ ɍ Ɏɏɍɂɋɇɐχɓɒɛɑ Ɂɂɋ χɏɄɐɇɊɍɎɍɇɂɜɒȽɇ ɀɇȽ ɋȽ ȽɎɍɔɠɀɂɒɂ ɒɄ ɐɎȽɒəɉɄ ɒɄɑ ɊɎȽɒȽɏɜȽɑ. ΓɇȽ ɒɄɋ ȽɋɒɇɈȽɒəɐɒȽɐɄ ɒɄɑ ɊɎȽɒȽɏɜȽɑ,  ȽɋɍɜɌɒɂ ɒɄɋ ɎɟɏɒȽ ɐɒɄɋ Ɏɜɐω ɂɎɇɔəɋɂɇȽ ɒɍɓ Ɏɏɍɂɋɇɐχɓɒɛ.  ΕɓɅɓɀɏȽɊɊɜɐɒɂ ɒɄɋ ɓɎɍɁɍχɛ 9V ɈȽɇ Ɏɇɚɐɒɂ ɒɄɋ, ɚɒɐɇ ώɐɒɂ ɒɍ ɈɉɇɎ ɋȽ ȽɐɔȽɉɜɐɂɇ ɐɒȽɅɂɏə ɐɒɍɓɑ  Ɏɟɉɍɓɑ. 

 



 
 
 
 
 
 

 

 
 
 
 
 
 

 

 


