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XAPAKTHPIZTIKA

Mayvritng AaolTou e18IKG@ KATOOKEUQOHEVOS YIa OMES TIG
ouvBnkeg kKai pnyavrpara. MehetriBrnke pe oluyxpoveg Tpodi-
AyPAaPES KAl KATAOKEUAOTNKE JE EEEAIYUEVO PayVNTIKA UAIKA.
Atmodidel MoTOTNTA fX0U HE OYKO, Xwpic BopuPoucg kai
HiKpo@uwviopoUg. ‘Exel Eexwpiord Aqwn payviTn yia kdaBe
¥opdry pe diaxwpiopévo payvnrikd wedio. Anuioupyel
apvnTmiki kapmoAn, efiooppémnong GAwv Twv Xopduwvy.
TomoBeteitar oAl eUxkoha pe pia Bida kai To 7{ak ouvde-
OEWCG. H amooTaon Tou gayvrtn amo Tig XopOEs TTPETTEI
va eival mepimou 3,0 yvidooTd.
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INSTALLATION - EIKATAZTAEZH
H ndve nflcupa Tou payvnTn npener va eivan otn b
culieio pe TNV navw NAsUpa TS TAOTIEPAS

® Top side ofT pickup must be in the same high to wood.
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Xopbes - strings
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FEATURES | D cworapa ooy

Laouto pickup specially made to meet all working conditions. Matches to every
Amp or console input. It is made meeting all recent standards, using magnetic
materials. Performs a high fidelity sound without noise and distortion. Excellent
string balance by using a separate magnetic field on each string, that makes
equal all strings by changing or reversing the existing magnetic specter. Easily
installed using only one screw and has a con- nection jack. Pickup's distance
from the strings must be keept at approx. 3.0 mm.




