
    

 

    ȉȠ MIT - BT  İȓȞαȚ ȑȞα  ΜȚțȡȩĳωȞȠ ȖȚα ΚȜαȡȓȞȠ, ȈαȟȩĳωȞȠ, ĳȜȐȠȣĲȠ țαȚ ȐȜȜα 
πȞİȣıĲȐ ȩȡȖαȞα, țαȡįȚȠİȚįȠȪȢ įȚαȖȡȐȝȝαĲȠȢ.  Η İȣȡİȓα țαȚ İπȓπİįȘ απȩțȡȚıȘ 
ıȣȤȞȠĲȒĲωȞ,  απȠįȓįİȚ ıİ  ȩȜα Ĳα İȓįȘ ĲωȞ πȞİȣıĲȫȞ. 
     Η İȖțαĲȐıĲαıȘ ıĲȘȞ țαȝπȐȞα ĲȠȣ ΚȜαȡȓȞȠȣ Ș ĲȠȣ ȈαȟȠĳȫȞȠȣ ȖȓȞİĲαȚ ȝİ ĲȠ  țȜȚπ 
ıĲİȡȑωıȘȢ. Ο  İȪțαȝπĲȠȢ  ȕȡαȤȓȠȞαȢ įȓȞİȚ ĲȘȞ İπȚșȣȝȘĲȒ șȑıȘ ıĲȠ ȝȚțȡȩĳωȞȠ.  ΔİȞ 
πȡȠıșȑĲİȚ ȕȐȡȠȢ ıĲȠ ȩȡȖαȞȠ. ȈȣȞįȑİĲαȚ ıİ İȞȚıȤȣĲȒ țαȚ țȠȞıȩȜα ȝİ țαȜȫįȚȠ ȝȒțȠȣȢ 
4m. ΔȚαșȑĲİȚ įȚαțȩπĲȘ on/off. 
*  ȉȠ ĲȡȠĳȠįȠĲȚțȩ țȠȣȝπȫȞİȚ İȪțȠȜα ıĲȘ ȗȫȞȘ ȖȚα ıȣȖțȡȐĲȘıȘ.  

 

    The MIT – BT is a microphone for Clarinet, Saxophone, Flute and other wind 
instruments. Is built with  cardioid polar pattern capsule. The  frequency response 
reproduces all types of clarinets and saxophones.  
     Installation on the Bell of Clarinets and Saxophones,  with mounting clip. The flexible 
arm creates the microphone position.  Without adding weight to the instrument. 
Connected to an amplifier and console with 4m cable. 
* Power supply easily clip on the belt.  

 

***  Powered by three AAA batteries and has a power supply switch. 

       
ΤǏοĳοįοĲİǁĲαǈ μİ ĲǏİǁǐ μπαĲαǏǁİǐ ΑΑΑ ǉαǈ ƿχİǈ įǈαǉόπĲη παǏοχǀǐ Ĳƾıηǐ.  


