
              

                       

                                                                                 

Violin   Sensor                                                                       

       Our company make this bridge sensor to eliminate all 
adjustment problems.  It is handmade pre-adjusted by 
extremely high accuracy and comprises the latest innovation. 
  It is manufactured to be noise-free and able to match all Amps 
and consoles.   Perfectly balanced, satisfying even the most 
demanding customer with a natural undistorted sound. In fact 
the sound comes from the strings via the violin bridge. Reproduce a sound with 
harmonics and a high output signal. Comes with carpenter 1/4 jack for secure 
connection. 

  Install  and  remove  the  sensor  easily  any  time.    
Sensor can be mounted between the bridge’s  wing 
and foot.  
You  can  easily  customize  the  whole  device 
according to particular bridge.  
Refine  the surface  area  with sandpaper and push 
the sensor in place.  
 
TIP.  
 Keep carefully the sensor  from  both sides and 
insert straight  throughout the bridge section.  
If the gap is big, add a fine wooden insert  together 
with the sensor.  In case of difficulty, the installation 

recommended to be done by an experienced technician. 

INSTALLATION Refine sandpaper  insert straight 
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ǹȚıșȘĲήȡαȢ  ǺȚολȚού      

   ȅ αȚıșȘĲȒȡαȢ LIP-BDE  İȓȞαȚ ȩĲȚ πȚȠ ıȪȖȤȡȠȞȠ ȣπȐȡȤİȚ ĲİȤȞȠȜȠȖȚțȐ.   ΛİȚĲȠȣȡȖİȓ ȝİ țİȡαȝȚțȐ ȣȜȚțȐ  
țαȚ țαĲαıțİȣȐȗİĲαȚ ȝİ ĲȚȢ πȚȠ ıȪȖȤȡȠȞİȢ ȝİșȩįȠȣȢ.  ǼȓȞαȚ ȤİȚȡȠπȠȓȘĲȠȢ țαȚ πȡȠȡȡȣșȝȚıȝȑȞȠȢ ȝİ 
ȝȘȤαȞȒȝαĲα ȣȥȘȜȒȢ αțȡȓȕİȚαȢ.  ǼȓȞαȚ απȩȜȣĲα İȟȚıȠȡȡȠπȘȝȑȞȠȢ ıİ ȩȜİȢ ĲȚȢ ȤȠȡįȑȢ țαȚ ȚțαȞȠπȠȚİȓ ĲȘȞ 
απαȓĲȘıȘ ȖȚα ȑȞαȞ ĲİȜİȓȦȢ απαȡαȝȩȡĳȦĲȠ ĳȣıȚțȩ ȒȤȠ. ǻİȞ ȤȡİȚȐȗİĲαȚ απαȡαȓĲȘĲα πȡȠİȞȚıȤȣĲȒ ȖȚα Ȟα 
įȠȣȜȑȥİȚ țαȚ Ȟα απȠįȫıİȚ.   ΈȤİȚ įȣȞαĲȩ ıȒȝα İȟȩįȠȣ.  Η İĲαȚȡİȓα Τǹȇ ȤȡȘıȚȝȠπȠȚȫȞĲαȢ ĲȘȞ 
țαȚȞȠȪȡȖȚα ȝȚțȡȠȘȜİțĲȡȠȞȚțȒ ĲİȤȞȠȜȠȖȓα țαĲαıțİȪαıİ ĲȠȞ αȚıșȘĲȒȡα,  πȠȣ ȜȪȞİȚ ȩȜα Ĳα πȡȠȕȜȒȝαĲα 
ȡȣșȝȓıİȦȞ İπİȚįȒ Ƞ ȒȤȠȢ ȑȡȤİĲαȚ απȩ ĲȠ ıțȐĳȠȢ țαȚ ĲȚȢ ȤȠȡįȑȢ. ȅ αȚıșȘĲȒȡαȢ ĲȠπȠșİĲİȓĲαȚ ȝİĲαȟȪ 
ĲȠȣ țȐĲȦ ȝȑȡȠȣȢ ĲȠȣ țαȕαȜȐȡȘ țαȚ ĲȠȣ țαπαțȚȠȪ ĲȠȣ ǺȚȠȜȚȠȪ, αȞȐȝİıα ıĲα πȩįȚα ĲȠȣ țαȕαȜȐȡȘ.   
ǼȞαȜȜαțĲȚțȐ ĲȠπȠșİĲİȓĲαȚ ıĲȘȞ İȖțȠπȒ ĲȠȣ țαȕαȜȐȡȘ. 

ȆαȡȑȤİĲαȚ ȝİ 1/4 jack țαȚ ıĲȒȡȚȖȝα.  

** ȆȡȠıαȡȝȩıĲİ ıĲȠ ȪȥȠȢ. ΤȠπȠșİĲİȓĲİ țαȚ αĳαȚȡİȓĲİ ĲȠȞ αȚıșȘĲȒȡα ȩπȠȚα ıĲȚȖȝȒ șȑȜİĲİ. ȆȚȑıĲİ 
İȜαĳȡȐ ĲȠ ȜȐıĲȚȤȠ țȐĲȦ țαȚ ĲȡαȕȒȟĲİ ȑȟȦ.   
ΣΥȂǺΟΥȁΗ 

ǹπİȣșȣȞșİȓĲİ ıİ ĲİȤȞȚțȩ αȞ ȑȤİĲİ įȣıțȠȜȓα. 

 

 


