
  
                                    

Violin  Sensor 

    Mounting clamp-on system (Π) exceptional for 
the Violin bridge.   This piezo sensor designed for 
clear sound reproduction without feedback.    Comes 
with dynamic equalisation the strings and has wide-
band frequency response.  
    Easy intallation ane removing from everybody 
with no additional tools.   Offered with 1/4" female 
carpenter output jack with separate brackets and 2 
turn buckles. Mounts externally to side of violin. 

    ΑȚıșȘĲȒȡαȢ ıİ ıȤȒȝα (Π) ȖȚα ȕȚȠȜȓ. 
ȈȪıĲȘȝα ıĳȚȖțĲȒȡα Π ȝİ ȕȓįİȢ 

ıĲİȡȑωıȘȢ, İȟαȚȡİĲȚțȩ ȖȚα ĲȘ Ȗȑĳȣȡα 

ȕȚȠȜȚȠȪ. ΑȣĲȩȢ Ƞ αȚıșȘĲȒȡαȢ πȓİıȘȢ ȑȤİȚ 
ıȤİįȚαıĲİȓ ȖȚα țαșαȡȒ αȞαπαȡαȖωȖȒ ȒȤȠȣ 

ȤωȡȓȢ αȞαĲȡȠĳȠįȩĲȘıȘ.  

  ΈȡȤİĲαȚ ȝİ įȣȞαȝȚțȒ İȟȚıȠȡȡȩπȘıȘ ĲωȞ 
ȤȠȡįȫȞ țαȚ ȑȤİȚ απȩțȡȚıȘ ıȣȤȞȩĲȘĲαȢ 

İȣȡİȓαȢ ȗȫȞȘȢ.   

   ΕȪțȠȜȘ ĲȠπȠșȑĲȘıȘ țαȚ αĳαȓȡİıȘ απȩ 

ȩȜȠȣȢ ȤωȡȓȢ πȡȩıșİĲα İȡȖαȜİȓα. 

  ΠȡȠıĳȑȡİĲαȚ ȝİ ȕȪıȝα İȟȩįȠȣ 1/4 

İįȡαıȝȑȞȠ ıİ ȟȪȜȚȞȘ ȕȐıȘ, ȝİ įȪȠ ȕȚįωĲȐ 

ȝπȡȐĲıα ȝİĲαȕȜȘĲȠȪ ȝȒțȠȣȢ.  

ȉȠπȠșİĲİȓĲαȚ İȟωĲİȡȚțȐ ıĲȘȞ πȜİȣȡȐ ĲȠȣ 
ȕȚȠȜȚȠȪ. 
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